	Highway Segments/Intersections Exhibiting the Most Severe Safety Needs

	(Minimum of 5%)

	

	Location
	Potential Remedies
	Estimated
Costs
	Implementation
Impediments
	Comments

	Route 3674

McMinn County
	Install one (1) Signal Ahead (W3-3) (36"x36") sign with non-solar powered flashing beacon assembly mounted with two (2) posts on Railroad Avenue at 225 feet before stop bar location. Flashing beacon assembly to operate independent of traffic signal.
	$581,000 
	Funding
	Signs

	
	Construct driveway entrance(s) to Wayne's Battery and Residence. Type and location to be determined during the right-of-way phase.
	
	 
	Driveway Entrance

	 
	Restripe existing centerline and edgeline pavement markings with 4" sprayed thermoplastic pavement markings on both Railroad Avenue intersection approaches a distance of 225 feet.
	 
	 
	Pavement Markings

	 
	Construct approximately 450 feet of curb and gutter with sidewalk along the southern edge of the Tellico Avenue western intersection approach.
	 
	 
	Curb and Gutter

	 
	Mill, Overlay, and Stripe with 4” thermoplastic the Tellico Avenue western intersection approach a distance of 425 feet before stop bar location.
	 
	 
	Overlay

	 
	Construct one (1) 'Type C' residential driveway entrance per STD. DWG. RP-D-16.
	 
	 
	Driveway Entrance

	 
	Install traffic signal with strain poles, mast arms, and eight (8) signal heads with back plates. Interconnect the signal with railroad crossing to provide railroad preemption timings.
	 
	 
	Traffic Signal

	
	Install one (1) Activated Blank-Out "No Left Turn Across Tracks" (R3-2a) sign for the southbound approaching traffic.
	
	
	Signs

	 
	Install four (4) longitudinal crosswalk plastic pavement markings and four (4) ADA compliant parallel curb ramps with truncated domes per STD. DWG. RP-H-5.
	 
	 
	Pavement Markings

	 
	Install four (4) 24" stop bar plastic pavement markings.
	 
	 
	Pavement Markings

	 
	Construct approximately 100 feet of curb and gutter with sidewalk in the northwest quadrant of the intersection.
	 
	 
	Curb and Gutter

	 
	Construct two (2) 'Type C' commercial driveway entrances per STD. DWG. RP-D-16.
	 
	 
	Driveway Entrance

	 
	Construct approximately 350 feet of curb and gutter with sidewalk along both sides of the Tellico Avenue eastern intersection approach.
	 
	 
	Curb and Gutter

	
	Mill, Overlay, and Stripe with 4" thermoplastic the Tellico Avenue eastern intersection approach a distance of 325 feet before stop bar location.
	
	
	Overlay

	
	ADD ITEMS SHOWN ON STD. DRAWINGS T-RR-1, T-RR-4, AND T-RR-16 WHERE APPLICABLE.  REFER TO THE CURRENT MUTCD STANDARDS FOR UPGRADES AND PLACEMENT AS NEEDED.
	
	
	Railroad

	State Route 16

Franklin County
	Remove and replace two (2) Stop (R1-1) signs (48”x48”) and install two (2) Divided Highway Crossing (R6-3) signs (30”x30”) and four (4) One Way (R6-1) signs (54”x18”).  Also, install 2” min. width red reflective strip on each sign post.
	$72,000
	Funding
	Signs

	
	Remove and replace two (2) Stop (R1-1) signs (36”x36”) and four (4) One Way (R6-1) signs (54”x18”) on median crossover.  Install 2” min. width red reflective strip on each sign post.
	
	
	Signs

	 
	Remove and replace two (2) Stop Ahead (W3-1) signs (48”x48”) on SR-16 and install 2” min. width reflective yellow strip on each sign post.
	 
	 
	Signs

	 
	Install yellow snowplowable reflective markers 320 feet in advance of both SR-16 stop lines, at 80’ spacing along tangent sections and 40’ spacing through horizontal curves.  40’ and 80’ spacing sections are indicated.
	 
	 
	Pavement Markings

	 
	Install fourteen (14) yellow bi-directional raised reflective markers, at 20’ spacing around median nose.
	 
	 
	Pavement Markings

	 
	Install three (3) yellow snowplowable reflective markers, at 6’ spacing along median crossover.
	 
	 
	Pavement Markings

	 
	Install two (2)plastic pavement markings legends (STOP) on median crossover.
	 
	 
	Pavement Markings

	 
	Install four (4) red and four (4) yellow flashing beacons at intersection.
	 
	 
	Flashing Beacons

	 State Route 10 Macon County
	Install two (2) 36"x36" Signal Ahead signs (W3-3) and two (2) 36"x15" Advance Street Name plaques (W16-8AP), each with prismatic sheeting, on S.R. 10 (Scottsville Road), and install a 2" min. width yellow reflective strip on the sign post (See the detail on this sheet). Both sign assemblies are located 290 feet in advance of the proposed stop line, one (1) sign assembly in the northbound direction and one (1) sign assembly in the southbound direction.
	 $332,300
	 Funding
	Signs

	 
	Install 4” enhanced flatline thermoplastic pavement markings as shown on S.R. 10 (Scottsville Road) beginning 300 feet in advance of the proposed stop line. Change the striping pattern to accommodate dedicated left turn lanes as shown. The northbound and southbound storage lengths are 50' and 75', respectively (See the striping dimensions on this sheet). The pavement markings include edge lines [0.252 linear miles], lane lines [0.024 linear miles], and centerlines [0.269 linear miles]. Match existing pavement markings.
	 
	 
	Pavement Markings

	 
	Install two (2) preformed thermoplastic pavement marking turn lane arrows as shown on S.R. 10 (Scottsville Road).
	 
	 
	Pavement Markings

	 
	Install seven (7) handicap ramps with truncated domes per TDOT Standard Drawings RP-H-3 and RP-H-5 as shown. In the southwest corner of the intersection, install 125 SF of 4" sidewalk (five (5) feet wide) adjacent to the intersection between the handicap ramps as shown.
	 
	 
	Handicap Ramps

	
	
	
	
	

	 
	When the new traffic signal is activated, remove two (2) stop signs including street name signs and posts.
	 
	 
	Signs

	 
	Install eighteen (18) feet of 24" preformed thermoplastic pavement markings stop line as shown on Akersville Road.
	 
	 
	Pavement Markings

	 
	Install 4” enhanced flatline thermoplastic centerline pavement markings as shown on Akersville Road beginning 100 feet in advance of the proposed stop line (200 feet total).
	 
	 
	Pavement Markings

	 
	Install all required construction items for a fully functional traffic signal including but not limited to ground mounted controller, mast arm poles, pedestrian pedestals, vehicular signal heads with back plates, pedestrian signal heads, pedestrian pushbuttons, detector loops, pull boxes, conduits, signal cable, and overhead signs.
	 
	 
	Traffic Signal

	 
	Install twenty-eight (28) feet of 24" preformed thermoplastic pavement markings stop line as shown on S.R. 10 (Scottsville Road).
	 
	 
	Pavement Markings

	 
	Install six (6) overhead street name signs (D3-1) on proposed mast arms as shown.
	 
	 
	Signs

	 
	Install twenty-two (22) feet of 24" preformed thermoplastic pavement markings stop line as shown on S.R. 10 (Scottsville Road).
	 
	 
	Pavement Markings

	 
	Install 4” enhanced flatline thermoplastic centerline pavement markings as shown on Sycamore Street beginning 100 feet in advance of the proposed stop line (200 feet total).
	 
	 
	Pavement Markings

	 
	Install eleven (11) feet of 24" preformed thermoplastic pavement markings stop line as shown on Sycamore Street.
	 
	 
	Pavement Markings

	 
	
	 
	 
	

	 
	
	 
	 
	


